Networking and Remote Communications

For SmartReader Plus Data Loggers
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Notes:
1. Recommended Max Cable Length 200ft (60m) Alternate
2. Maximum Devices 3 w/o PS

3. Fast Read mode Not Available

4. Reduce Baud Rate for more then Recommended

Order Information

MODEL DESCRIPTION CATALOG #
RS-232-EXT Cable, Serial, 6ft (1.8m), 9-Pin, MF 310017
9-25-ADP Adapter, 9F-25M Pin Recommended 180014
USM-C Modem, USRobotics, Computer Station* 01-0300
USM-R Modem, USRobotics, Remote Station* 01-0301
MA-100 Modem Adapter, Null 18-0023
IC-101 Interface Cable, Serial, 3ft (0.9m) ¢/w 9-25 Pin Adapter 01-0068
YA-200-1 Adapter, Y, ¢/w 1ft (30cm) M-M Stereo Cable 01-0098
CB-020 Cable, Extension, 20ft (6m) M-F Stereo 31-0024
YA-200 Adapter, Y, w/o M-M Cable 31-0018
SC-006 Cable, Stereo, 6ft (1.8m) M-M 31-0009
PS-201-NA Power Supply, North American, 120VAC 01-0165

PS-201-EU Power Supply, European, 220VAC 01-0164




